
Arts & Entertainment Division 
Partners in developing pressure sensitive tapes for the A&E marketplace 

PERMACEL PROFESSIONAL GRADE  
GAFFER’S TAPE 

 

 
 

 
 
 
 
 
 
 
 
 
 
APPLICATION 
Highly versatile and popular matte surface cloth tape widely used throughout the Arts & Entertainment 
industry for holding and sealing applications. Gaffer’s tape is used for the temporary mounting of lighting 
fixtures and reflectors; for the moisture and dustproof sealing of equipment cases and film containers; for 
bundling and positioning of floor cables; and floor marks for actor’s positioning. Prefered by 
photographers, cameramen and grips whenever an extra strong, waterproof and easy to use tape is 
needed. 
 

FEATURES AND BENEFITS 
• Available in Black, White, and Grey. 
• Outstanding conformability to odd shaped and irregular surfaces. 
• Provides a positive, waterproof and dirt resistant seal, yet permit easy clean removal. 
• Easy hand tear, no need for knife, scissors. 
• Performs well over a wide range of temperature, both indoors and outdoors. 
• Excellent abrasion resistance provides long life in high traffic areas. 
 

TECHNICAL DATA 
• Backing : Vinyl coated cotton cloth 
• Adhesive : Synthetic rubber/resin 
• Total thickness: 11.5 mils. 
• Tensile strength : 48 lbs. Per inch 
• Adhesion to steel : 80 oz. Per inch 
• Unwind @ 150 FPM : 20 oz. Per inch 
Note: The above are typical values and should not be used in writing specifications. 

For Additional Information on this Product, Call Toll-Free 1-800-345-0234 


